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SPS-230P Series

230W, Single Output
Active P.F.C Function

198 x99 x50 mm
7.80%3.90 x 1897 inch

* Universal AC input with active power factor correction, P.F.»0.895

# Built in EMI filter, low ripple noise

#* Owerload, overvoltage protection

* shaort circuit protection and Autorecovery

* Outputvoltage =10% adjustment

* Overtemperature protection (Optional)

* Remote Contral ON/OFF (Optional)

* 100% 507 bum-in test

# UL, e, TN, (CB, CE approved

Specification:
“oltage 854~ 2640 AC or 1200 ~375% DC, universal full range
Freguency 47 —-—-- B3 Hz

INPUT Current <3 2A@100% AC input, full load condition
Inrush Current =40AF01 15V AC S <BOARZS0V AL input full load condition. Cold start at 2557 ambient
Leakage Current =1.5m A2 AC input
MODE. SPS-230P-3.3 SP=230P-05 SP3-230R7 5 SPS-230R 12
“oltage 3.3V 2y 7.8V 124
Min. Load 0A
Max. Load 404, 404 3074 1924
Regulation +3% +2% +2% +1%
Ripple & Moise (MAX.) S 70rnt B0 m 100m*
OWP +38~41 BY +5.8~7 0% +H 6~105% +38~17 &Y
Efficiency (MIN) 9% 75% Ti% 0%

QUTRLT Max Fower 132 200%Y 230
MODE. SPE-230R15 SP=-230P-24 SPS-230P-27 SPS-230F 48
Yaltage 154 244 20 A48
Min. Load 0A DA 0A 0A
Max. Load 1544 9EA g.64 4.84
Regulation +1% +1% +1% 1%
Ripple & Maise (M&X.) 120mY 180my 180my 250mh
owP H7.3~21Y +27 B~33BY +31.1~37 8V +55.2-67 2
Efficiency (MIM.) a0% 3% g4 % 54%
Max Power 230W
Ower YVoltage Protection| «

S Over Load Protection Cver 105% ~ 180% of rating, recovers automatically after fault condition has been removed.
Short Circuit Protection | Shutdown and recovers automatically after fault condition has heen removed.
Over Terrperature Optional.
Rize time 20ms

Cithiits Hald up time :=2D.m8@23lj‘v’
Remote Control Optional
Cooling Built-in a 14CFM (min) DC ball bearing Fan.

o Temperature Operating: -10~70%: De-rating: 50°C ~70° : 2.5%5. Storage: -10~+5C
Hurmnidity Operating: 20% ~85%; Storage: 10% ~ 95% (hon condensing)

MTEF. 210K hours

SAFETY UL 60950, C5A C22 2 No. 60350, TUY BN 60330, IEC 60930, EMKO-TSE (74-3EC)207.84 approved.

CCC GB 4943 Standard.

B Em EMES5022 CLASS B ¢« EN B1000-3-2 3 - FCC CFR 47 PART 15 CLASS B~ CNS 13438 CLASS B

EMS EM 55024 + ENB1000-4-2 3455 58,11.

Sunpower (UK) Ltd, Orion House, Calleva Park, Aldermaston, Berkshire, RG7 85N

Tel: +44 118 981 1001 Fax: +44 118 981 2002

E-mail: sales@sunpower-uk.com
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HNOTES:

1. MATERIAL : COVER & CHASSIS NATURAL ALUMIMIIM.
2, TERMIMNAL BLOCK : TP, PITCH 9.5 mmWITH PC COVER.
3 UNIT: mm.

Sunpower (UK) Ltd, Crion House, Calleva Park, Aldermaston, Berkshire, RG7 8SN
Tel: +44 118 981 1001 Fax: +44 118 981 2002
E-mail: sales@sunpower-uk.com
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